FWD-

model

N = 7

 4/7
mod-0
panel
width


    cm
panel
depth


   cm
maximum

well depth

   cm
well

width

    cm
range (th) *


      Hz
range (pr) #


      Hz
distance
source

    cm

distance

sweet-

spot

    cm


    PW
   PD
  MWD
    WW















   36
   29,2
  10,0
14,4 (1 x folded)
    3,6
 680,6 – 4763,9
  341 – 8337
   70
   150











   40
   32,0
  11,0
16,0 (1 x folded)
    4,0
 612,5 – 4287,5
  307 – 7503
   80
   168











   46
   36,0
  12,6
18,4 (1 x folded)
    4,6
 532,6 – 3728,3
  267 – 6524
   90
   193











   52
   40,8
  13,8
20,8 (1 x folded)
    5,2
 471,2 – 3298,1
  236 – 5772
   100
   218











   58
   44,0
  15,8
23,2 (1 x folded)
    5,8
 422,4 – 2956,9
  212 – 5175
   113
   244











   64
   49,4
  17,0
25,6 (1 x folded)
    6,4
 382,8 – 2679,7
  192 – 4690
   130
   269











   72
   55,2
  18,6
28,8 (1 x folded)
    7,2
 340,3 – 2381,9
  170 – 4168
   150
   302











   84
   63,0
  20,7
33,6 (2 x folded)
    8,4
 291,7 – 2041,7
  146 – 3573
   172
   353











   98
   73,6
  23,5
39,2 (2 x folded)
    9,8
 250,0 – 1750,0
  125 – 3063
   200
   411











Note:   All designs have an efficiency of 100%

*        theoretical range =  working range according to calculation formula

#       practical range   =  theoretical working range –1 / +0,75 octave

